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PRODUCTION CAPABILITIES

Cold Drawn 
Wire

Annealed 
Wire

Cold Drawn  
Bar

Size

.032 - .3124˝

032 - .280˝

.0625 - .105˝

.3125 - .499˝ .106 - .250˝

.500 - .875˝ 251 - .500˝

- .501 - .820˝

Diameter/
Tolerance

+/- .001˝

+/- .001˝ -+/-.0015˝

+/- .002˝

Length - -

4˝ - 12´

12˝ - 20´

12˝ - 40´

36˝ - 40´

Length 
Tolerance - -

+/- 1/16˝

+/- 1/16˝

+/- 1/16˝

+/- 1˝

WELDING WIRE SIZES & PACKAGING

.035˝ - 30# Spools

.045˝ - 30# or up to 60# Spools

.0625˝ - 30# or up to 60# Spools or Cut Lengths

.078˝ - 30# or up to 60# Spools or Cut Lengths

.0937˝ - 60# Spools or Coils or Cut Lengths

.125˝ Coils or Cut Lengths

.156˝ Coils or Cut Lengths

HIGH % NICKEL ALLOyS

Common Applications: Electronics,  
Synthetic Fibers and Battery Applications

Nickel 200 Nickel 205 Nickel 99

Nickel 201 Nickel 61
 95/5 Nickel 
Aluminum

NICKEL – COPPER ALLOyS

Common Applications: Marine Engineering, Chemical 
Processing Equipment, Valves, Fittings and Fasteners

M400 Alloy 60

MR405 Alloy 67

MK500

NICKEL – CHROMIUM ALLOyS

Common Applications: Chloride-Ion Stress Corrosion, 
Chemical, Food Processing and Nuclear Engineering

I600 Alloy 22

I601 Alloy 82

I625 A80-20CB

I718 C276

X750 HX

NICKEL – IRON – CHROMIUM ALLOyS

Common Applications: Higher Strength  
for Chemical Processing, Petrochemical Processing  

and Industrial Furnaces

330 A286

35-19CB IN800

Alloy 20 IN825

Delivering Stainless,  
Aluminum and  
Nickel Solutions

www.tristarmetals.com(TOLL-FREE)  855-TRI-STAR
CALL TRI STAR METALS TODAy

Nickel Alloy Wire and Bar

TSM/NAL-0513


